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Retarders & Concrete Curing Agents

Colour tinted transparent gel based 
surface retarder for application to mould 
face formwork, most suited for vertical 
surfaces.  It will not stain or discolour the 
concrete and is non-hazardous and fully 
biodegradable.  Suitable for all formwork 
types and is weather resistant.  Brush 
applied.

It has been formulated to retard the set 
of fresh concrete that comes into contact 
with it.  It is ideally suited to the 
production of exposed aggregate finishes 
or ‘keyed’ surfaces for construction joints.

• WRAS approved.

Brown coloured water based surface 
retarder for application to concrete 
top face. Spray applied, it is 
non-hazardous, fully biodegradable 
and will not discolour concrete that it 
comes into contact with.

It has been formulated to retard but 
not kill the set of freshly placed top 
face concrete that it comes into 
contact with.

• WRAS approved.

SAFETARD GEL SAFETARD LIQUID

Water Based Curing Agents
Degrades over a period of time when exposed to 
ultraviolet light. Spraying equipment should be 
cleaned using water.

Water based, low VOC concrete curing and 
sealing compound.

It is a blend of high performance polyurethane 
and acrylic polymers.  Suitable for use over new 
and old concrete and performs well on both 
interior and exterior concrete.

SAFECURE SEALER

75% efficiency concrete curing compound.

75% efficiency concrete curing compound

90% efficiency concrete curing compound
SAFECURE STANDARD

90% efficiency concrete curing compound.  

• WRAS approved.

SAFECURE SUPER An aqueous silicate solution that reacts to 
deposit an integral layer of high strength 
crystals in the concrete pore structure. It 
improves the durability of the concrete surface 
whilst being economical and very easy to use.

ADOCURE WW

ADOCURE STANDARD

ADOCURE SUPER

A clear, low viscosity acrylic polymer resin 
solution, targeted primarily for application to 
surfaces of freshly laid concrete where it has a 
double function.

Firstly, to form a highly effective concrete 
curing membrane that conforms to ASTM C309 
and secondly to act as an in-depth sealer for 
the hardened concrete rendering its surface 
dustproof and extremely hard wearing.

Adocure Sealer is also available for Power 
Floated floors

ADOCURE SEALER & 
ADOCURE SEALER PF

RETARDERS

CURING AGENTS

Immediately after use brushes should be thoroughly washed out with water.
Available: in 25ltr drums and achieve coverage rates of 3 - 5m² per litre

They are fast film forming coatings that optimise the curing of the concrete to the highest efficiency levels. Help prevent premature drying out of the concrete 
surface reducing surface shrinkage and cracking and making a more durable hard wearing surface with the prevention of dusting.  
Most available: in 25 & 205 litre drums and achieve coverage rates of 4 - 6m² per litre.

Silicate Based Curing Agents
There is an option of a fugitive dye tint to assist 
visual indication during application.  The dye breaks 
down on exposure to UV light and will not 
permanently discolour the concrete. Spraying 
equipment should be thoroughly washed out with 
RESOKLENS.

Resin Based Curing Agents
There is an Aluminised version with added 
Aluminium flakes to aid UV reflectivity. Spraying 
equipment should be thoroughly washed out with 
RESOKLENS.


