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Description: 
A unique low permeable, hydrophilic waterproofing product that utilizes an 
XP Technology Core that is less permeable and more chemically resistant 
than traditional active waterproofing membranes.

Works by forming a low permeable membrane upon contact with water. 
When hydrated, unconfined CORETEX XP can swell many times its dry 
volume. When confined under pressure from backfill or concrete, the swell 
is controlled, forming a dense, impervious waterproofing material. The 
swelling action of the CORETEX XP can self-seal small punctures and cuts 
in the product resulting from installation activity. CORETEX XP weighs less 
than half that of other membranes allowing quick and easy installation. 
CORETEX XP contains zero VOC, can be installed in almost any weather 
condition to green concrete.

Packaging: 
Available in 1.55m x 6.45m (10sqm) rolls. CORETEX XP is packaged 30 rolls 
per pallet (300sqm).

Description: 
A cold-applied bitumen-rubber compound designed for excellent adhesion 
of SWELLTITE membranes to structural substrates and as a damp-proof 
coating. Maxbit SKW is highly modified bitumen and rubber thixotropic 
compound with excellent adhesion to concrete, blockwork, brickwork, 
timber boards etc. Due to its thixotropic properties, MAXBIT SKW can be 
applied to complex shaped surfaces and profiles. Once cured, Maxbit SKW 
forms an impervious and elastomeric barrier with crack-bridging properties 
of up to 1.5 mm in width. MAXBIT SKW can be applied in direct contact 
with polystyrene insulation boards.

Packaging: 
Packaged in 5kg, 10kg and 20kg pails.

Description: 
A trowel-grade mastic designed for a variety of surface preparation and 
detailing work with ULTRASEAL XP and other CETCO active 
waterproofing membranes. Featuring XP technology hydrophilic polymer, 
SEAL-X XP swells upon contact with water to form a watertight barrier in 
fresh to high-saline water conditions. With the consistency of thick grease, 
SEAL-X XP is easy to apply and bonds to most building materials.

Packaging: 
SEAL-X XP is available in 25kg pails. Store above 15°C before application.

Description: 
A trowel-grade, sodium bentonite/butyl-rubber based mastic designed 
for a variety of surface preparation and waterproof detailing work with 
select CETCO waterproofing membranes. BENTOSEAL® swells upon 
contact with water to seal against water intrusion. With the consistency of 
thick grease, BENTOSEAL® is easy to apply and bonds to most substrate 
materials.

Packaging: 
Available in 25kg pails; 36 pails per pallet.

Description: 
A multi-purpose, single component polyether moisture cure sealant/
adhesive. CETSEAL is a low VOC, 100% solids, non-shrinking product with 
excellent UV resistance

Packaging: 
290ml cartridges – 12 cartridges per case.
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Description: 
A surface applied material, which waterproofs and protects concrete 
in-depth. It consists of grey Portland cement, specially treated quartz 
sand and a compound of active chemicals. Volseal 200 is supplied in 
powder form in 25kg tubs, and needs only to be mixed with water prior to 
application. 

When Volseal 200 is applied to a concrete surface the active chemicals 
combine with the free lime and moisture present in the capillary track, to 
form insoluble crystalline complexes. These crystals block the capillaries 
and minor shrinkage cracks in the concrete to prevent any further water 
ingress (even under pressure). However, the layer will still allow the 
passage of water vapour through the structure (i.e. the concrete will still be 
able to ‘breathe’). In addition to waterproofing the structure, Volseal 200 
protects concrete against seawater, wastewater, aggressive ground water 
and certain chemical solutions. Volseal 200 is approved for use in contact 
with potable water, and is therefore suitable for the treatment of water 
storage tanks, reservoirs, water towers etc.

Packaging: 
25kg plastic tubs

Description: 
A hydrophilic strip waterstop designed to stop water infiltration through 
cast-in-place concrete construction joints by expanding upon contact with 
water to form a positive seal against the concrete. The key to WATER-
STOP-RX®’s effectiveness is its superior expansion to seal and fill voids 
and cracks in the concrete. WATERSTOP-RX® is an active waterstop that 
is designed to replace passive PVC/Rubber dumbbell waterstops, thereby 
eliminating the requirement of special pieces, split-forming and seam 
welding. WATERSTOP-RX® has been successfully tested by independent 
testing firms to over 60 meters of hydrostatic water pressure, under both 
continuous immersion and wet/dry cycling.

• Available in two sizes.
• A rectangular shape measuring 25 x 19mm. 
• A rectangular shape measuring 15 x 10mm.

Though WATERSTOP-RX® possesses good resistance to many chemicals, 
the waterstop is not intended to be used as the primary joint sealant for 
chemical containment vessels. Consult manufacturer for guidance 
regarding chemical compatibility for secondary chemical containment 
applications. Additionally, WATERSTOP-RX® is not an expansion joint
sealant; contact CETCO for expansion joint applications.

Packaging: 
RX-101: 30m per box; RX-103: 48m per box; CETSEAL and REVO-FIX are 
packaged separately.

Description: 
An easy two coat application with rapid setting properties. It is flexible, has 
excellent adhesion and is water resistant to 15 bar against positive 
hydrostatic pressure and 5 bar against negative hydrostatic pressure. 
Volseal 250 can be applied to green concrete. Resistances include 
outstanding weather resistance, very high CO2 diffusion resistance and 
chloride ion diffusion resistance. It is vapour permeable and non-toxic. It 
can be painted or rendered with water based products, and is trafficable by 
foot once cured. 

Packaging: 
35kg Pack, Part A 25kg (powder), Part B 10kg (liquid), Coverage 8-10m2 in 
2 coats.

Description: 
An active polymer strip waterstop featuring XP technology that has been 
proven effective in a wide range of contaminated environments. The 
active polymer  of WATERSTOP® XP is engineered to provide a consistent 
positive seal against concrete surfaces in fresh and high-saline ground 
water conditions. WATERSTOP® XP is effective in both continuous and 
intermittent hydrostatic conditions.

The expansion and pliability of WATERSTOP ® XP also provides effective 
crack-sealing and void-filling capacity.

Packaging: 
Roll Dimensions: 10mm x 15mm x 6m. Box Contains: 8 Rolls, 48m.
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Fluid Applied Cementitious Waterproofing Concrete Joint Waterstops

We can supply a full range of Cetco Products. 
For further advice please contact the Precon Technical Team.


