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RMC PA763 is an alkali-free admixture used in shotcrete
and gunite where rapid setting is required. Setting time
and hardening time can be regulated with various
dosages of RMC PA763.

RMC PA763 is designed in particular for temporary and
permanent shotcrete as in:

Tunnels
Mining
Rock consolidation

Shotcrete should always be applied against a damp
substrate cleaned of loose particles.  The dosage pump
has to be cleaned with lots of water.  A mixture of
previously consumed accelerator of different brand will
cause blockage in the pump.  Assigned personnel have
to be instructed accordingly.

Alkali-free, improved working environment
Rapid set allows thick sections to be built-up
Minimum rebound
Excellent for overhead application
Non-flammable
Wet and dry surface applicable
Low effect on long term strength and durability
Accurate dosage possible

RMC PA763 is a fine chloride and alkali-free white
powder. When added to a cement/aggregate dry mix, with
the addition of water, RMC PA763 gives an accelereated
set to the sprayed concrete.

Fosroc provides a technical service for on-site
assistance and advice on admixture selection, site trials
and dispensing equipment.  Technical data and
guidance can be provided for admixtures, equipment,
handling, mix designs and other products for fresh and
hardened concrete.

The optimum dosage for RMC PA763 to meet specific
requirements must always be determined by trials using
the materials and conditions that will be experienced on
site.  This allows the optimisation of admixture dosage
and mix design and provides a complete assessment of
the concrete mix.  A starting point for such trials is to use
a dosage within the typical range of 2-5% by weight of
cement.  Cement and W/C ratio can influence the
performance of RMC PA763.  As lower the W/C ratio, i.e.
<0.45, as lower is the dosage of RMC PA763 and as
higher is the final 28 day strength.  Desirable W/C ratio is
between 0.40 and 0.45.

Dosages outside the typical range quoted above may be
used if necessary and suitable to meet particular
specification, provided that adequate supervision is
available.  Compliance with requirements must be
assessed through trial mixes.  Contact Fosroc for advice.

Appearance: Fine white powder

RMC PA763 is compatible with other Fosroc admixtures
for concrete.  All admixtures should be added to the
concrete separately and must not be mixed together prior
to addition.  The performance of concrete containing
more than one admixture must be assessed by trial
mixes to ensure the desired combination of effects are
obtained.

Typical stiffening times (depending on cement, W/C ratio,
etc)

Dosage Initial stiffening Final stiffening
2% < 2min < 10min
5% Instant < 5min

Over dosage of RMC PA763 should be avoided and is not
recommended.  Most severe cases can occur like
hardening of concrete in the nozzle, negative effects on
long term strength development, rebound etc.

RMC PA763 is supplied in 25kg bags.
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Drayton Manor Business Park
Coleshill Road, Tamworth,
Staffordshire B78 3TL. UK

telephone: fax: email:
+44 0 (1827) 262222 +44 0 (1827) 262444 uk@fosroc.com

Certificate number FM 610

 

RMC PA763 has a shelf life of 12 months provided that
the temperature is kept within the range of 2°C to 40°C.

For further information consult the Material Safety Data
Sheet available for this product.

Important note
Fosroc products are guaranteed against defective materials and manufacture and are sold subject to its standard Conditions for  the
Supply of Goods and Services, copies of which may be obtained on request. Whilst Fosroc endeavours to ensure that any advice,
recommendation, specification of information it may give is accurate and correct, it cannot, because it has no direct or continuous control
over where or how its products are applied, accept any liability either directly or indirectly arising from the use of its products, whether or
not in accordance with any advice, specification, recommendation of information given by it.


