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Bedding Mortar & Grouts

CONSTRUCTION GROUTS

CONCRETE REPAIRSpecifically designed to provide a high strength 
fluid grout for pouring into and under stanchion 
plates, machine base plates, parapet rails, for 
supporting bridge bearings and for filling ducts in 
post tensioned and pre-stressed structures.

D.o.T. Highways Spec:- 2601 compliant.

General Purpose
A non-shrink, high strength cementitious grout 
achieving 38N/mm2 in just 7 days increasing to 
48N/mm2 after 28 days.  It has high flow char-
acteristics to achieve penetration and levelling 
with no bleed and zero shrinkage when placed at 
0.22 water solid ratio. Can be used for grouting 
sections up to 100mm thick.

Permeable concrete should be treated with Acrylic 
Primer.

•  Available in 25kg bags yielding approx.   
 15.2ltrs.

A non-shrink, high strength cementitious grout 
achieving 40N/mm2 in just 7 days increasing to 
65N/mm2 after 28 days.  It has high flow 
characteristics to achieve penetration and levelling 
with no bleed and zero shrinkage when placed at 
0.22 water solid ratio. Can be used for grouting 
sections up to 100mm thick.

Permeable concrete should be treated with Acrylic 
Primer.

• Available in 20kg bags, yielding approx.   
 12.2ltrs.

A non-shrink, very high strength cementitious 
grout achieving 65N/mm2 in just 7 days increasing 
to 92N/mm2 after 28 days. It has high flow 
characteristics to achieve penetration and levelling 
with no bleed and zero shrinkage when placed at 
0.22 water solid ratio. Can be used for grouting 
sections up to 100mm thick.

Permeable concrete should be treated with Acrylic 
Primer.

•  Available in 20kg bags yielding approx.   
 11.5ltrs

A rapid set mortar which can be opened to traffic 
after approximately 60 minutes under ambient 
conditions (18-22ºC). Intended for bedding 
applications that require high early strength to help 
reduce construction and road closure time. Specific 
highways uses include the bedding of inspection 
chamber frames and covers, gully grates, stanchion 
posts and many other street furniture applications. 
The mortar is compatible for use with concrete, brick 
and stone substrates.

D.o.T. Highways Agency spec HD27/04 compliant.

• Available in 25kg bags yielding 12.2ltrs.

From repairing bridges to installing fence posts, 
Pozament concretes, mortars and grouts offer a 
range of properties to suit all requirements and 
conditions.

Acrylic Primer should be used on porous surfaces 
with these products to aid initial bond unless 
otherwise stated. 

A pre-blended cementitious concrete repair 
mortar which contains acrylic co-polymers and 
polypropylene fibres to ensure an extremely high 
bond in wet conditions (should not be placed 
underwater), quick setting and to provide high 
build qualities, specifically designed for hand 
applied concrete repairs.

Can be applied in excess of 200mm thicknesses 
when progressively built up and achieves 35N/
mm2 after 7 days and 45N/mm2 after 28 days.

D.o.T. BD 27/86 clause 6 compliant.

It can be used in the repair of highway structures, 
i.e. bridge columns, deck soffits, beams, 
abutments, parapets and retaining walls. Also 
in marine structures, viaducts and RC framed 
buildings.

• Available in 25kg bags yielding 14.7ltrs.

 

A single component polymer modified levelling 
material specially formulated to re-profile concrete 
in thin applications without cracking. Designed 
for application to concrete surfaces which are to 
receive a compatible protective coating. Improves 
the aesthetic appearance of concrete surfaces, 
fills honeycombing and blow holes and levels up 
concrete surfaces.

Layers can be applied from 1-6mm thick. Priming 
is not normally required unless the substrate is 
highly porous and there is excessive suction.

• Available in 25kg bags with a coverage of  
 15.75m2 @ 1mm deep.

A cementitious low density, high build, shrink 
compensated patch repair mortar with 3mm 
fibres making it crack resistant.  Designed for the 
rapid reinstatement of both vertical and overhead 
repairs to concrete. Curing in just 3 hours means 
it can be quickly over coated with minimum delay. 
Reduces need for formwork.

Vertical layers can be achieved up to 80mm thick 
and 60mm on soffits.

• Available in 25kg bags with a coverage of  
 2.14m² @ 10mm deep.

A blend of low alkali Portland cements, 
micro-silica and other cementitious binders com-
bined with high purity limestone aggregates and 
a system of compatible admixtures. When mixed, 
a fluid self-compacting shrinkage compensated 
pourable concrete is achieved that will neither 
bleed nor shrink.

Up to 200mm per layer can be placed.

D.o.T. Highways Agency Spec BD27/86. Vol.3, 
Sect 3, Chapter 4 Clause 4.6 compliant.

• Available in 25kg bags yielding 13.0ltrs.

A pre-blended, pourable, high strength, rapid 
setting, shrinkage compensated concrete. Works 
can return to service in just 1.5 to 2 hours (at 20 – 
27 ºC) with 29N/mm2 being achieved in this time.

Up to 100mm can be placed each layer, however 
up to 200mm can be achieved by reducing the 
water volume as required but this will reduce the 
set time.

• Available in 25kg bags yielding 13.0ltrs.
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