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Primers & Screeds

PRIMERS

A liquid, water based, styrene-butadiene polymer 
latex with high bond characteristics designed to 
give maximum penetration into the substrate in 
order to enhance the adhesion of Cemrok 
concrete repair mortars, flooring screeds and 
underlayments or other cementitious based 
repair materials. Also helps prevent air bubbling 
in pumpable screeds, maximising compressive 
strength.

It should be applied with a soft broom with 
puddles and ponding being brushed out. 

• Available in 2.5 and 15L screw top containers  
 with a coverage approx. 3.3m2/ltr depending  
 on application and porosity.

A 2-component epoxy DPM system suitable for a 
variety of applications. It can be used to reinforce 
cement screeds that are crumbling on the surface, 
on bituminous substrates and cracked tiles and on 
old, fixed water soluble adhesives. 

As a DPM it can be used on moisture sensitive 
subfloors such as anhydrite, wood, granite etc. 
to prevent moisture from the levelling compound 
penetrating into the subfloor. 

It can be used for sealing concrete and cement 
based floors against moisture vapour transmission 
and is also suitable for sealing cracks and seams 
in subfloors.

• Applied using a roller, avoiding puddles.
• Available in 10 & 25kg packs with a coverage  
 of 3.3kg/m²

SCREEDS

Specially formulated cement for the site batching 
of rapid setting and rapid drying floor screeds. 
Tarmac Fastscreed can be used to produce either 
bonded screeds, unbonded screeds laid onto 
a Damp Proof Membrane (DPM), or floating 
screeds. Bay divisions and expansion joints should 
be incorporated as for standard sand/cement 
screeds.

Used in the same way as conventional screeds, 
with the exception of working time reduced to 
approx. 15 minutes.

The minimum screed depth ranges from 20mm for 
a bonded screed with DPM to 75mm in a floating 
screed on insulation boards. Other depths in 
between can be achieved using other methods 
of screeding.

• Available in 25kg bags which when mixed  
 with sand and water yields between 55 –  
 65ltrs depending on mix ratio.

A free flowing, protein free, self-smoothing and 
self-levelling industrial grade flooring system 
which is obtained by mixing water with a factory 
pre-blended formulation of high quality raw 
materials.

It is ideal where heavy industrial traffic is to be 
utilised and for warehouse racking aisles. Suitable 
for use as the wearing surface or can receive resin 
coatings. When laid at depths from 7mm to 20mm 
it is suitable for use in warehouses or internal 
industrial situations where there is a need for a 
smooth surface which has excellent impact and 
abrasion resistance. Can also be used down to 
0.5mm as a flooring underlayment.

Substrate priming should be carried out using 
Epoxy Primer blinded with 8/16’s grade sand or 
by two coats of Acrylic Primer.

• Available in 25kg bags with an approximate 
 coverage of 1.54m2/25kg @ 10mm depth.

A Portland cement based self-smoothing and 
self-levelling flexible underlayment designed for 
use as a levelling compound. It does not require 
the addition of polymer latex. The underlayment 
is more cost effective than most epoxy or other 
resin systems.

Designed for use in areas of uneven flooring prior 
to the installation of new floor coverings especially 
where further movement may be required such as 
installing wooden floors, underfloor insulation or 
underfloor heating. Sets within 3 hours, and can 
take pedestrian traffic in 6 hours.

Tiles or carpets can be laid after 24 hours.

Substrate priming should be carried out using 
Epoxy Primer blinded with 8/16’s grade sand or 
by two coats of Acrylic Primer.

• Available in 25kg bags with an approximate  
 coverage of 1.47m2/25kg @ 10mm depth.

ACRYLIC PRIMER

FASTSCREED

HI FLOW TUF TOP

EPOXY DAMP 
PROOF MEMBRANE

CEMPAK FLEXIBLE 
FLOOR LEVELLER

We do a full range of concrete finishing products,
please refer to page 83.

CONCRETE FINISHING TOOLS

We can supply a full range of  Tarmac Products. 
For further advice please contact the Precon Technical Team.


