
It is a low viscosity, readily applied mineral oil 
based mould release agent.

Fast drying mould release agent.

Designed for everyday site use and on all types 
of formwork.

Extracon XS is a highly efficient yet cost 
effective mould release agent, offering 
excellent coverage rates.

Forming a physical barrier between the 
formwork and the concrete giving a quick, 
clean and easy release, with minimum blowhole 
formation and providing a sharp, uniform and 
nonstained concrete surface.

It is easily applied and may be applied to 
formwork immediately prior to casting without 
reducing the finished quality due to its fast 
drying capability.

Each mould release agent has been designed to give reliable and repeatable high 
performance with all types of formwork, giving a quick, clean and easy release with 
minimum defects giving a sharp, uniform and non-stained concrete finish. 

Most available in 5, 25, & 205 litre drums and achieve coverage rates of 30 - 40m² per litre 
unless otherwise stated. Use ADOWASH to clean sprayers and tooling after use.

Ready to Use, Brushable Wax Protective 
Coating & Mould Release Agent

Adowax is a blend of mould release oil and 
specially selected temperature resistant waxes.

This helps with the initial seal of porous 
formwork and can be used as a mould release 
agent where the use of liquid release oil is not 
practical.

It is easy to apply and helps waterproof and 
protect formwork in all climatic conditions and 
when not in use.

ADOWAX

ADOLEASE

A highly efficient yet cost effective mould 
release agent, offering excellent coverage rates 
of 40–50m²/Ltr.

ADOSTRIP

A blend of the latest surfactant chemistry, 
blended with traditional release oil technology 
to create a release agent specifically designed 
for dry casting operations.

Designed for general site and precast use.  It 
has a higher concentration of mould release 
chemicals blended together to achieve the 
highest quality concrete finish.

Adostrike is a premium quality mould oil that 
offers excellent release characteristics, and a
low sag quality which allows application long 
in advance of casting without loss in release 
performance or quality of finish.

Suitable for use on all types of formwork, even 
on sealed or unsealed timber in all climatic 
conditions. It is highly resistant to removal by 
rain showers or foot traffic.

ADOSTRIP DC

ADOSTRIKE

A blend of natural vegetable oils designed for 
general site and precast use.

A high concentration release oil that is easily 
applied and is suitable for all types of 
formwork, even on sealed or unsealed timber 
in all climatic conditions.

Highly resistant to removal by rain showers or 
foot traffic.

Particularly suited for white or fair faced con-
crete finishes.

SAFESTRIKE

Developed using the latest water soluble 
polymer technology, to produce an 
environmentally friendly and highly effective 
mould release agent for general site use.

WRAS approved.

Particularly suited for white or fair faced 
concrete finishes.

SAFELEASE

Developed to produce a ready to use and 
stable vegetable oil based mould release 
emulsion, that is particularly suited to use on 
steel and other impervious formwork materials.

Particularly suited for white or fair faced 
concrete finishes..

SAFESTRIKE XL

Fully biodegradable mould release agent.

A low viscosity blend of natural vegetable oils 
designed for general site and precast use.

Easily applied and suitable for both indoor and 
outdoor use and can be used on all types of 
formwork.

It is particularly suited for white or fair faced 
concrete finishes.

EXTRACON BIO

A chemical release agent specifically formulated 
to give easy release of plastic and thermoplastic 
mould liners, providing a high quality surface 
finish, but is suitable for all types of formwork.

It is easily applied and may be applied to 
formwork immediately prior to casting without 
reducing the finished quality.

Plastrip S will also offer corrosion protection to 
any metal surface. biodegradable and 
non-staining product that facilitates easy 
formwork release giving a very high quality 
surface finish.

PLASTRIP S

A high concentration release oil that is easily 
applied and suitable for all types of formwork, 
even on sealed or unsealed timber in all climatic 
conditions.

Highly resistant to removal by rain showers or 
foot traffic.

It is particularly suited for white or fair faced 
concrete finishes.

Extracon DS is a safe, non-staining release oil 
that facilitates easy formwork release. Suitable 
for indoor and outdoor use.

EXTRACON DS

EXTRACON XS
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