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Screeds & Compounds

ARDEX K15

ARDEX K 301

K80/SD-TB BASE MIX

ARDEX K15
• ARDEX K 15 NEW is an advanced sub-floor 
smoothing compound. It is virtually tension 
free and is designed to rapidly level and 
smooth hard sub-floors prior to applying most 
types of floor finishes. ARDEX K 15 NEW is a 
grey powder consisting of special cements and 
high quality synthetic resins.

When mixed with water, a fluid, self-levelling 
mortar is produced which can be applied from 
a feather edge up to the required thickness in 
one operation. 

For thicknesses greater than 10mm, 
incorporate ARDEX Coarse Aggregate in the 
mixed mortar.

ARDEX K80/SD-TB BASE MIX
• ARDEX K80 is a specially formulated 
cement-based compound for resurfacing and 
levelling existing concrete floors to give a hard, 
smooth, flat, wearing surface or as a base for 
suitable paint and resin coatings, tiles or 
natural stone.

ARDEX K80 Industrial Floor System provides 
the ideal combination of toughness, low 
maintenance, ease of application and high 
durability coupled with the incorporation of the 
unique ARDEX ‘Rapidry Formula’. Due to the 
‘Rapidry Formula’ chemically binding the mixed 
water, the ARDEX K80 literally dries within itself 
at the same time as it rapidly develops strength.

ARDEX K 301
• ARDEX K 301 Exterior Self-Smoothing 
Levelling and Resurfacing Compound is a 
special fast setting cement-based product 
designed to smooth and level rough and 
damaged concrete surfaces in external and 
internal situations. ARDEX K 301 is a grey 
powder consisting of special cements, graded 
aggregates and high quality synthetic resins. 
When mixed with water, a fluid mortar is 
produced which sets within 2 hours and can 
normally be walked on after approximately 2-3 
hours at 20°C. ARDEX K 301 can be applied 
from 2mm to 20mm in thickness. The set and 
hardened ARDEX K 301 is usually ready to 
receive light wheeled traffic after 48 hours 
at 20°C.

SELF LEVELLING SCREED

ARDITEX IS A PARTIALLY SELF-
SMOOTHING
• latex smoothing compound with excellent
properties of adhesion, flexibility and water
resistance. Due to its special formulation,
ARDITEX can be used under a damp proof 
membrane.

It is exceptionally easy to mix and produces
very low drag on the trowel. In addition to
these advantages, ARDITEX can be laid from
a feather edge up to at least 12mm in a single 
application.

LEVELLING COMPOUND

ARDITEX RS PLUS RAPID SETTING 
LEVELLING COMPOUND
•ARDITEX RS TRADE is a general purpose, 
latex sub-floor levelling and smoothing 
compound. ARDITEX RS TRADE can be laid 
from 1.5mm up to 6mm thick. The rapid  
setting properties of ARDITEX RS TRADE mean 
that a 6mm layer will be ready to receive 
floor coverings the next day at 20°C

ARDEX K11

ARDEX K 11
is a free flowing application levelling and 
smoothing compound designed for levelling 
and smoothing a wide range of subfloor types 
including cement/sand screeds, gypsum screeds 
and concrete. ARDEX K11 contains high quality 
synthetic resins, special cements and selected 
fillers so that when mixed with water, a fluid, 
easily trowelled mortar with free-flowing 
properties is produced. The mixed mortar 
can be applied up to a maximum thickness of 
10mm in one application but will still retain its 
free-flowing properties at a thickness of only 
2mm to provide excellent coverage and 
material economy. The applied ARDEX K 11 
dries to a virtually tension-free layer and can 
receive floor coverings such as vinyl, linoleum, 
carpet, etc., after 16 hours under good 
conditions at 20°C, when applied up to 
3mm thick.


