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Concrete Repair

Renderoc LA
Protective cementitious coating and levelling mortar for applications from 
feather edge to 5mm conforming to the requirements of BS EN 1504-3.

Uses
For application in thin layers, the filling of blow-holes or imperfections in 
concrete to produce a smooth surface. Providing a chloride and 
carbonation barrier. It can be left as a fair-face finish or overcoated.
It can be used as a scrape-coat, brush or trowel applied, placed in 
thicknesses from 0-5 mm.

Renderoc LA55
High performance free flowing low alkali microconcrete conforming to the 
requirements of BS EN 1504-3 Class R4.

Uses
For the reinstatement of reinforced concrete where low permeability 
characteristics are required and where high compressive strength is a 
consideration.

Renderoc LA55 has been specifically developed for the repair of large 
areas of concrete where access is restricted or where reinforcement is 
congested.

It is suitable for use where excellent chloride and carbon dioxide resistance 
is required or for repairs to concrete affected by alkali-silica reaction 
(ASR). Renderoc LA55 is alkaline in nature and will protect embedded steel 
reinforcement

RENDEROC LA & LA55

Renderoc GP
High performance medium weight concrete reinstatement  mortar 
conforming to the requirements of BS EN 1504-3 Class R3. 

For the reinstatement of concrete where low permeability characteristics 
are required but where high compressive strength is not the most 
important consideration. Where higher compressive strengths and low 
permeability characteristics are required, Renderoc HB45 should be used.

Renderoc GP has been specifically developed for vertical repair work.

Renderoc HB
High performance lightweight concrete reinstatement mortar conforming 
to the requirements of BS EN 1504-3 Class R2. 

Uses
For the reinstatement of concrete where low permeability characteristics 
are required but where high compressive strength is not the most 
important consideration. If high compressive strengths and low 
permeability characteristics are required, Renderoc HB45 should be used.

Renderoc HB has been specifically developed for vertical and overhead 
repair work where its lightweight nature and high build characteristics 
makes it ideal.

Renderoc HB30
High performance fibre reinforced lightweight concrete reinstatement 
mortar conforming to the requirements of BS EN 1504-3 Class R3. 

Uses
For the reinstatement of concrete where low permeability characteristics 
are required but where high compressive strength is not the most 
important consideration. If high compressive strength is required Renderoc 
HB45 should be used.

Renderoc HB30 has been specifically developed for vertical and overhead 
repair work where its lightweight nature and high build characteristics 
makes it idea.

Renderoc HB45
High performance fibre reinforced medium weight concrete reinstatement 
mortar conforming to the requirements of BS EN 1504-3 Class R4

Uses
For the reinstatement of reinforced concrete where low permeability 
characteristics are required and where higher compressive strength is 
a consideration. Where compatibility with lower strength concrete is 
required, Renderoc HB30 should be used.

Renderoc HB45 has been specificaly developed for the repair of 
columns and beams, but because of its medium fresh wet density, is also 
suitable for soffit repairs.

Renderoc HBS
High performance fibre reinforced medium weight concrete 
reinstatement mortar conforming to the requirements of BS EN 1504-3 
Class R4

Uses
For the reinstatement of reinforced concrete where low permeability 
characteristics are required and where higher compressive strength is a 
consideration.

Renderoc HBS has been specificaly developed for the repair
of columns and beams but, because of its relatively low fresh
wet density, is also suitable for soffit repairs.

Where compatibility with lower strength concrete is required,
Renderoc HB30 should be used.

RENDEROC GP RENDEROC HB REPAIR MORTARS
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Concrete Repair

Nitomortar HB is based on a high performance solvent free epoxy resin 
system. The special lightweight filler is specifically designed to give 
excellent ‘hanging’ properties for vertical and overhead work. Nitomortar 
HB is a three component material supplied in pre-weighed quantities ready 
for on-site mixing and use.

Nitomortar PE products are based on a polyester resin system. There are 
two grades. Nitomortar PE: The standard material for general purpose use.

Nitomortar PE Concrete
A special grade allowing users to add suitable aggregate, thereby 
substantially reducing the cost of infilling larger voids.

Winter versions of Nitomortar PE is available which are faster setting at 
low ambient temperatures. Both grades of Nitomortar PE are supplied as 
two-component products with pre-weighed quantities of liquid resin and 
powdered hardener, ready for on-site mixing and use. 

The hardener system enables the mix to be varied from a pourable
consistency to a trowellable mortar without significantly affecting the 
setting times or strengths achieved.

Uses
For the fast and permanent reinstatement of concrete, particularly where 
high strength, abrasion-resistance and resistance to chemicals is required. 
The product is designed for horizontal use but can be applied vertically, 
although generally in thinner sections. It is ideally suited for acid tanks, sea 
walls, industrial floors and for use as a bedding mortar. Nitomortar S can be 
used for emergency repairs where fast strength gain is important.

When properly compacted, the mortar is highly impermeable.
In certain instances, Nitomortar S can be used on metal substrates. 

Contact the local Fosroc office for advice in this respect. For fast repairs in 
vertical and overhead locations where a higher-build, lightweight 
formulation is required, the use of Nitomortar HB is recommended.

Nitomortar FC is a two-component thixotropic material based on high 
quality solvent-free epoxy resin systems. The colour coded material is 
supplied in pre-weighed quantities ready for on-site mixing and use.

Nitomortar FC can be applied to damp surfaces and quickly cures to form 
a completely impermeable surface ready for overcoating. Nitomortar FC 
can be applied up to 5 mm thickness on vertical and overhead locations in 
a single application without the use of formwork. Greater thicknesses than 
those specified can be achieved by application of subsequent layers. 
Consult Fosroc Customer Services Department for further information.

For higher build characteristics to vertical or overhead
locations, Nitomortar HB is recommended.

NITOMORTAR FC

NITOMORTAR PE

XR RANGE

NITOMORTAR SNITOMORTAR HB

Rapid Setting Cementitious Bedding Mortar
Fosroc® XR 45 is used for the installation and levelling of street ironwork. It 
is particularly useful where interruption to traffic flow must be minimised. It 
allows the bedding and installation of manhole frames and gulleys and their 
return to use in less than 45 minutes.

Fosroc® XR 45 can also be used for the emergency repair of industrial 
floors, roads, runways, bridge decks and car park decks.

Fosroc XR 90
General purpose fast-setting cementitious bedding and repair mortar.
FOSROC® XR 90 is used for bedding levelling and installation of street 
ironwork and applications which require high early strength to help reduce 
road closure times.

FOSROC® XR 90 can be used for emergency and general concrete repairs.

Fosroc XR RSC
Rapid setting concrete
For rapid reinstatement/backfill around manhole frames in roadways and 
installation of street furniture. FOSROC® XR RSC is particularly useful 
where minimum traffic interruption is required. For the emergency repair 
and reinstatement of concrete in roads, airfields and factories.

Uses
Nitofill LV
Is a low viscosity system for the injection of cracks between 0.25mm and 
9mm wide in concrete and masonry, where both sides of the crack can be 
sealed to prevent resin drainage.

Nitofill TH
Has been developed for the injection of cracks 0.5 to 9mm wide in concrete 
and masonry, and has been specially formulated to minimise the drainage 
of resin from cracks which are incompletely sealed.

• Also available: Nitokit LV/TH

NITOFILL

We can supply a full range of  Fosroc Products. 
For further advice please contact the Precon Technical Team.
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Concrete Repair and Grouts

CEMENTITIOUS GROUTPATCHROC GP 
AND PAVEROC

Renderoc FC
Single component polymer modified 
cementitious fairing coat conforming to the 
requirements of BS EN 1504-3 Class R2. 

Uses
Renderoc FC is designed for application in thin 
layers to produce a fair-faced appearance to 
concrete surfaces or masonry surfaces in 
readiness to receive a protective/decorative 
coating. Surface imperfections up to 3mm 
in depth can be filled with the scrape-coat 
application. Voids of greater depth should be 
separately filled as a prior operation, again  
limiting the material thickness to 3mm. 
Alternatively, consideration should be given 
to the use of Renderoc RP252 reprofiling and 
protection mortar. Where higher compressive 
strengths and low permeability characteristics 
are required, Renderoc RP 252 or Renderoc 
ST05 should be used. Renderoc FC can also 
be used in association with other Renderoc 
mortars.

Renderoc ST05
Protective cementitious coating and levelling 
mortar for applications from feather edge to 
5mm conforming to the requirements of BS EN 
1504-3 Class R4.

Uses
For application in thin layers, the filling of 
blow-holes or imperfections in concrete to 
produce a smooth surface. Providing a chloride 
and carbonation barrier. It can be left as a 
fair-face finish or overcoated.

It can be used as a scrape-coat, brush or trowel 
applied, placed in thicknesses from 0-5mm.

RENDEROC FC & ST05

CONCRETE 
REPAIR PRIMERS

• Nitobond AR / HAR
• Nitobond EP
• Renderoc Primer
• Nitoprime Zincrich

Patchroc GP
Fast setting emergency patching mortar 
for concrete pavements and floors 
conforming to the requirements of BS EN 
1504-3 Class R4.

Uses
For emergency and permanent reinstatement 
of localised patches in concrete pavements, 
airport aprons, access ramps and floors.

Particuly useful when interuption of traffic must 
be minimised.

The product is alkaline in nature and will 
protect embedded steel reinforcement. It may 
be used internally and externally.

For the reinstatement of large areas of 
concrete pavements and floors, the use of 
Paveroc is recomended.

Paveroc
High performance reinstatement mortar for 
concrete pavements and floors conforming to 
the requirements of BS EN 1504-3 Class R4.

Uses
For the reinstatement of large areas of 
concrete pavements and floors to avoid the 
total replacement of bays. 

The product is alkaline in nature and will 
protect embedded steel reinforcement. It may 
be used internally and externally.

Patchroc GP is recommended for emergency 
patching of small areas of concrete pavements 
and floors.

Cebex 100
Cebex 100 is supplied as a powder admixture. 
The material is a combination of a plasticising 
agent and a gas producing expansion 
medium. The plasticising agent allows the use of 
a reduced water/cement ratio with consequent 
increased strengths and durability. The 
expansive medium counteracts the natural 
settlement and plastic shrinkage of the grout 
and aids stability and cohesion. Sufficient 
restrained expansion is developed to ensure a 
high degree of interfacial contact.

Conbextra GP
Conbextra GP is supplied as a ready to use dry 
powder. The addition of a controlled amount of 
clean water produces a flowing non-shrink grout 
for gap thicknesses10 to 75mm. Conbextra GP is 
a blend of Portland  cements, graded fillers and 
chemical additives. The low water demand 
ensures high early strength. The graded filler is  
designed to assist uniform mixing and 
produce a consistent grout.

Conbextra HF
Conbextra HF is supplied as a ready to use dry 
powder. The addition of a controlled amount 
of clean water produces a free - flowing grout 
for gap thicknesses up to100mm. In addition 
the low water requirement ensures high early 
strength and long-term durability. Conbextra 
HF is a blend of Portland cements, graded fillers 
and chemical additives. The filler grading 
producesa highly flowabl

Conbextra BB
Conbextra BB is a ready to use cementitious 
grout supplied in 25 kg moisture resistant bags. 
It has been formulated specifically for grouting 
of bridge bearings and parapet post baseplates. 
The dry powder is a blend of Portland cements, 
graded silica sands and additives to which only a 
controlled amount of clean water is added in situ 
to produce a highly flowable, non shrink grout.

Conbextra UW
Cobextra UV is a free flow or pumped non-
shrink, cementitious grout for underwater or in 
tidal zones where ‘wash out’ would be a 
problem with conventional grouts. It is a blend 
of cement, graded fine aggregate and chemical 
additives which impart controlled expansion, 
water reduction and non ‘wash-out’ 
characteristics. The aggregate grading minimises 
segregation and bleeding whilst assisting the 
flow characteristics


