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Developed as an effective, simple and economical 
sealing material for site formed construction joints 
based on the proven effectiveness of Hydrotite. 
This is the most popular format and is commonly 
used to provide a high-performance waterstop in 
large concrete structures.  A delay action coating 
prevents immediate expansion on contact with 
rain and moisture during transport, storage and 
installation. It also stops it absorbing water from 
freshly poured concrete. After contact with water 
it expands up to 5 times original size, increasing 
the contact surface pressure exerted gradually 
over a 10 day period.

It is chemically inert and has passed the WRC 
Tests of Effect on Water Quality (BS6920), making 
it suitable for use in potable water applications.

Hydrotite Contact Adhesive and Leakmaster are 
used to fix the Hydrotite in place to prevent it 
moving whilst pouring the subsequent concrete.

• Available in 7mm x 25mm x 10m rolls.

A versatile, all purpose waterstop for use in a 
wide range of general building applications. In 
basement structures, underground residential 
parking, swimming pools and residential and light 
commercial properties, its inert centre section and 
2 swelling edges provide a secure double seal 
against water ingress.

The most flexible of all products in its class, 
Hydrotite KT is easier to install, easier to fix 
around corners and accommodates a tighter curve 
radius than any of its competitors – just 60mm.

• Available in 5mm x 20mm x 10m rolls.

Used to level bonding surfaces and fill gaps when 
using Hydrotite waterbars. Gun-applied, single 
component sealant that exhibits excellent swelling 
and sealing properties in its cured state. It retains 
a rubber-like elasticity to maintain an effective 
watertight seal throughout its life.

• Available in 320cc cartridges.

Used to bond Hydrotite CJ on smooth surfaces.  
Works on horizontal, vertical and inverted 
applications.

• Available in 1ltr tins.
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